
Application
ISOVER CLIMCOVER Lamella ALU2 can be 
used for insulation of installations such as pi-
pes, ducts, tanks and vessels with maximum 
service temperature of 250° C.

Product
ISOVER CLIMCOVER Lamella Alu2 is made 
of glass wool lamellas. The glass wool is 
noncombustible, water repellent and has no 
capillary effect.

ISOVER CLIMCOVER Lamella Alu2 is faced on 
one side with a reinforced aluminum foil that 
acts as vapor barrier.

Delivery and storage
CLIMCOVER Lamella Alu2 is delivered in plastic bags.
The rolls must be protected against the weather and other damage during transport 
and storage.

Installation
CLIMCOVER Lamella Alu2 can be cut with a large-bladed knife. Use the ISOVER Knife, 
which is sold as an accessory and cut on an even surface (e.g. a sheet of wood).

Mounting must be done in accordance with the ISOVER Mounting Instruction: “ Fasthol-
delse af mineraluldsisolering” which can be downloaded at: www.isover.dk.

Climcover Lamella Alu2 can be mounted at elbows by cutting off pieces of the insulati-
on that will be places at the inside of the bending and thereafter tie the Climcover La-
mella Alu2 tightly at the pipe.

Operation and maintenance
When ISOVER CLIMCOVER Lamella Alu2 is mounted correctly and protected against 
mechanical 
impact the durability of the insulation 
will be the same as for the installation, 
and no maintaining will be needed.

Disposal and recycling
ISOVER CLIMCOVER Lamella Alu2 
must be disposed of at recycling sites 
in the same way as mineral waste.
Packaging must be disposed of in accordance with national regulations.
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Sustainability
The product is listed in the database for building products that can be used in Nordic 
Swan Ecolabelled buildings.

Quality assurance
Saint-Gobain ISOVER’s quality control system is certified according to ISO 9001. Sa-
int-Gobain ISOVER is a member of VIF (Danish Association of Manufacturers of Thermal 
Insulation Materials), and 
 Saint-Gobain ISOVER’s products are subject to CE marking pursuant to building legi-
slation. 

Saint-Gobain ISOVER adheres to the Danish building supply clause for building supplies 
in Denmark.
Saint-Gobain ISOVER’s products are further subject to third party quality control due to 
the company’s registration with the Keymark scheme. 

 EUCEB is an European label and demonstrates that all of Saint-Gobain 
ISOVER’s glass wool products are biodegradable. The label entails a third party check 
of biodegradability twice a year. 

Saint-Gobain ISOVER’s product range is under constant development. Therefore, Sa-
int-Gobain ISOVER reserves the right to make any necessary changes to the product 
range and specifications. Similarly, Saint-Gobain ISOVER cannot be held liable for incor-
rect use of the products. 
Saint-Gobain ISOVER adheres to the Danish building supply clause for building supplies 
in Denmark.

Information data

Characteristics Value Remarks

Chloride content 90 mg/kg
Can be used for stainless 
steel in accordance with 
ASTM 795

SiO3 content 6000 mg/kg

Na+ content 4000 mg/kg

Service temperature max. 250 ºC
max. 120 ºC

The wool
The Aluminum Foil Facing

Tolerances Width: +/-5 mm 
Length: ≥ numeric  length
Thickness :Tolerance Class T4 1) 

Density kg/m3 Ca. 28

1) T4: -3% or -3 mm (of which causes the biggest numeric tolerance) +5% or +5 mm (of which causes the smallest 
numeric tolerance).
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